
SMOKE ALARMS

Complementary

R240
Smoke Alarm, Photoelectric, Surface Mount, 230V Battery Power
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Product brand
Product or component
Device application

Electronic sensor type
Colour
Quantity per set
Type of packing

S  u  p ply Mains
Rated Supply Voltage    220...240 V AC
Backup  T  y  p  e                                         Battery
Battery L  i f e                                           1 Year
Output Voltage Limits    Interconnection : 6.5...20V

      Low battery at 6.9... 7.5V
Detection Type                                    Smoke
Function Availab  l e                                 Hush Function

                                                    Self-test of smoke detection
      Local alarm

Control Type     Button for test/ hush function
Number of Devices    Up to 40 pieces
Operating Distance    N/A indoor use line of sight

      140m in free field
Response Time                                    Approx. 8s
Noise Level     85 dB at 3m minimum
Time Delay Range    10 min for hush

      10 hr for do not disturb
Local Si g  n  a  l                                        Sound : Alarm

      Sound : Signal
      Visual : 1 LED (red) for warning and low battery
      Visual : 1 LED (green) for ON status
Type of Installat i o  n                                Indoor
Device Mountin g                                   Surface
Mounting Suppo  r  t                                Wall-mount

      Ceiling
Fixing M o  d  e                                           By screws
Diamete r                                               140 mm

          H    e  i g  h  t                                                  55 mm

Red Smoke Alarms
Smoke Detector
Early detection of smouldering fires
and open fires
Photo-electric sensor
White (RAL 9003)
Set of 1
Carton 



SMOKE ALARMS

Environment
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oAmbient Air Temperature for Operation 0...45 C
Relative Humid it y                                  5...95%
Product Certific a  t i o  n  s                           SAI
Standards     AS 3786 : 2014 / amdt 2:2018

Sustainable Offer Status   Not Green Premium Product

Offer Sustainability

Data Sheet
R240

Authorised Distributor

EvacuLife.com.au
1300 994 890


